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per hour at any location on their route 
during normal operation are covered 
under this paragraph rather than under 
paragraph (a) of this section. 

[56 FR 45756, Sept. 6, 1991, as amended at 61 
FR 25416, May 21, 1996] 

§ 38.175 High-speed rail cars, mono-
rails and systems. 

(a) All cars for high-speed rail sys-
tems, including but not limited to 
those using ‘‘maglev’’ or high speed 
steel-wheel-on-steel rail technology, 
and monorail systems operating pri-
marily on dedicated rail (i.e., not used 
by freight trains) or guideway, in 
which stations are constructed in ac-
cordance with part 37, subpart C of this 
title, shall be designed for high-plat-
form, level boarding and shall comply 
with § 38.111(a) of this part for each 
type of car which is similar to inter-
city rail, §§ 38.111(d), 38.113 (a) through 
(c) and (e), 38.115 (a) and (b), 38.117 (a) 
and (b), 38.121 through 38.123, 38.125(d), 
and 38.127 (if applicable) of this part. 
The design of cars shall be coordinated 
with the boarding platform design such 
that the horizontal gap between a car 
door at rest and the platform shall be 
no greater than 3 inches and the height 
of the car floor shall be within plus or 
minus 5⁄8 inch of the platform height 
under all normal passenger load condi-
tions. Vertical alignment may be ac-
complished by car air suspension or 
other suitable means of meeting the re-
quirement. All doorways shall have, 
when the door is open, at least 2 foot-

candles of illumination measured on 
the door threshold. 

(b) All other high-speed rail cars 
shall comply with the similar provi-
sions of subpart F of this part. 

§ 38.177 Ferries, excursion boats and 
other vessels. [Reserved] 

§ 38.179 Trams, and similar vehicles, 
and systems 

(a) New and used trams consisting of 
a tractor unit, with or without pas-
senger accommodations, and one or 
more passenger trailer units, including 
but not limited to vehicles providing 
shuttle service to remote parking 
areas, between hotels and other public 
accommodations, and between and 
within amusement parks and other 
recreation areas, shall comply with 
this section. For purposes of deter-
mining applicability of 49 CFR 37.101, 
37.103, or 37.105 the capacity of such a 
vehicle or ‘‘train’’ shall consist of the 
total combined seating capacity of all 
units, plus the driver, prior to any 
modification for accessibility. 

(b) Each tractor unit which accom-
modates passengers and each trailer 
unit shall comply with § 38.25 and § 38.29 
of this part. In addition, each such unit 
shall comply with § 38.23 (b) or (c) and 
shall provide at least one space for 
wheelchair or mobility aid users com-
plying with § 38.23(d) of this part unless 
the complete operating unit consisting 
of tractor and one or more trailers can 
already accommodate at least two 
wheelchair or mobility aid users. 

VerDate Aug<31>2005 08:49 Dec 16, 2008 Jkt 214209 PO 00000 Frm 00521 Fmt 8010 Sfmt 8010 Y:\SGML\214209.XXX 214209cp
ric

e-
se

w
el

l o
n 

P
R

O
D

P
C

61
 w

ith
 C

F
R


		Superintendent of Documents
	2014-09-30T14:09:05-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




